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Flange (item No.2) Table 2. Flanges (item No. 2)

Pipe
outside
diam- | D4%) | d,9)

Bolts

dG 3) k4) T2
Num- |Thread
ber size

x
©

The thickness of the
flange shall be designed
for adequate strength,
as a function of the
material.

Designation of a glass fibre reinforced plastics 5) flange
(item No.2) for a pipe outside diameter of 75 mm and
rated for PN 10:

Flange DIN 16963 —2—75—10 GFK

3) From d; = 63mm, identical with the values given in
DIN 2673, except for d; = 450 mm and 560 mm, where
dg values are identical with those given in DIN 2642.

5—_‘—*_ . .
) See table 5 for flange materials and for material 4) See DIN 2501 Part 1 for flange connecting dimensions.

symbols to be used in the designation.
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Gasket (item No.7) 6) Table 3. Gaskets (item No.7)

dy
Pipe series

4

Designation of a pipe series 3 gasket (item No.7) designed
for a pipe outside diameter of 250 mm:

Gasket DIN 16963 —-7—-250—-3

6) Other suitable cross-sectional dimensions shall be
permitted.
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O ring (item No.8)

Table 4. O rings {item No.8)

Pipe outside di dia
diameter,

d Limit Limit
1 deviations deviations

Identical with
(standard designation of O ring)

DIN 8063 —-16— 20

S DIN 8063 —13— 25

DIN 8063 — 16 — 32

DIN 8063 — 16 — 40

DIN 8063 — 16 — 50

DIN 8063 — 16 — 63

DIN 8063 — 16— 75

. DIN 8063 — 16 — 90

J DIN 8063 — 16 — 110
12

DIN 8063 — 16 — 110
DIN 8063 — 16 — 140
DIN 8063 — 16 — 160

DIN 16963 — 8 — 180
DIN 16963 — 8 — 200
DIN 16963 — 8 — 225

3 Materials

Table . Materials
Permitted material
Name of component
Al PP-GF { PVC

Short adaptor

Short adaptor

Long adaptor

Long adaptor

Flange

Gasket

Materials subject to agreement.
O ring

The materials suitable for the components listed are marked X.

GG = cast iron (grey cast iron) as specified in DIN 1691

St = USt 37-2 or RSt 37-2 as specified in DIN 17 100, at the manufacturer’s discretion
Al = light alloy

PP-GF =glass fibre reinforced polypropylene

PVC =PVC-U as specified in DIN 8063 Part 5

GFK = glass fibre reinforced plastics

PE-HD = high-density polyethylene as specified in DIN 16963 Part 5 (cf. Explanatory notes)

For item Nos. 7 and 8, the material shall be agreed as a function of the type, concentration and
service temperature of the medium conveyed.
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4 Assemblies
Adaptors, flanges and sealing elements as specified in clause 2 may be used to make the flanged joints shown below.

Type F1 flanged joint (for sizes from DN 15 to DN 1200) Type F6 flanged joint (for sizes from DN 15 to DN 200)

S\N\ Y

= =
— AV o . e 7

77
g .4

AN

2 3

Short adaptor Flange

2 Flange

3 Long adaptor

7 Gasket 7 Gasket

Type F2 flanged joint (for sizes from DN 15 to DN 1200} Type F7 flanged joint (for sizes from DN 15 to DN 200)

8 8

SN

=
(NN
T

NN

-
S
////III//II/II//A

LN

R 7 A W oA

Short adaptor Flange

Flange 3 Long adaptor

O ring 8 O ring

Short adaptor 24 Long adaptor
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Standards referred to

DIN 1691
DIN 2501 Part 1
DIN 2642
DIN 2673
DIN 7168 Part 1
DIN 8063 Part 3
DIN 8063 Part 4
DIN 8063 Parth
DIN 8074
DIN 16901

DIN 16963 Part 5

DIN 17 100

Flake graphite cast iron (grey cast iron); properties
Flanges; connecting dimensions

Loose flanges with collar and plain collars, rated for PN 10
Loose flanges and adaptors rated for PN 10

General tolerances; linear and angular dimensions

Pipe joint assemblies and fittings for unplasticized polyvinyl chloride (PVC) pressure pipes; pipe
couplings; dimensions

Pipe joint assemblies and fittings for unplasticized polyvinyl chloride (PVC-U) pressure pipes; bushings,
flanges and sealing elements; dimensions

(at present at the stage of draft) Pipe joint assemblies and fittings for unplasticized polyvinyl chloride
(PVC-U) pressure pipes; general quality requirements and testing

High-density polyethylene (PE-HD) pipes; dimensions
Plastics mouldings; tolerances and acceptance conditions for linear dimensions

(at present at the stage of draft) Pipe joint assemblies and fittings for high-density polyethylene
pressure pipes; general quality requirements and testing

Steels for general structural purposes; quality standard

Explanatory notes

This standard has been prepared by Subcommittee 504.4 Kunststoff-Fittings fir Rohre aus Thermop/asten of the Normen-
ausschull Kunststoffe (Plastics Standards Committee).

The adaptor dimensions have been specified on the assumption that the adaptors are made from a moulding compound
showing the same characteristics in the long-term hydrostatic pressure test as the type 1 PE-HD pipes specified in DIN 8075
Part 1, August 1976 edition (withdrawn),

International Patent Classification

B 29C65/18
B 29 C 65/20
B29C67/14
F 16 L 47/00
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No part of this standard may be reproduced without the prior permission of DIN Deutsches Institut fir Normung e.V., Berlin.

In case of doubt, the German-language original should be consulted as the authoritative text.

UDC 621.643.412-036.742.2 : 621.644.2-986 DEUTSCHE NORM November 1988

Pipe joint assemblies and fittings for
high-density polyethylene (PE-HD) pressure pipes
Adaptors for fusion jointing, flanges and sealing elements
Dimensions

Rohrverbindungen und Rohrleitungsteile fiir Druckrohrleitungen aus Polyethylen hoher Dichte (PE-HD);
Bunde fiir Heizelement-Stumpfschweifung, Flansche, Dichtungen; MaRe

In keeping with current practice in standards published by the International Organization for Standardization (1SO),
a comma has been used throughout as the decimal marker.

Dimensions in mm

1 Field of application

This standard specifies dimensions of adaptors for fusion jointing using heated tools, of
flanges and sealing elements used to interconnect high-density poliyethylene (PE-HD)
pressure pipes as specified in DIN 8074 and to connect such pipes to pipes and fittings
made from materials other than PE-HD. The adaptors and flanged joints shall comply
with the requirements specified in DIN 16 963 Part 5 {at present at the stage of draft).
For technical reasons, adaptors shall only be welded to pipes conforming to DIN 8074 or
to pipe components of the same pipe series, the use of other components being permitted
if their wall thickness in the weld area is equal to that of the pipes.

2 Dimensions, designation

Adaptors, flanges and sealing elements are not expected to conform to the designs illus-
trated here; compliance is only required in the case of the dimensions specified.

For dimensions without tolerance indication, the general tolerances given in DIN 7168
Part 1 or DIN 16901 shall apply, at the manufacturer’s discretion.

Continued on pages 2 to 8

Beuth Verlag GmbH, Berlin, has the exclusive right of sale for German Standards (DIN-Normen). DIN 16963 Part 4 Eng/, Price group 7
06.89 Sales No. 0107
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Short adaptor Short adaptor
(item No.1) {item No.23)
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Example of a series 5 PE-HD adaptor {item No. 3) designed for a pipe outside diameter of 200 mm:
Adaptor DIN 16963 —-3—200—5—PE-HD




